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Green Investment Continues to Roll In

With the huge inward investment in everything green, | have received the following reports, which
underscore the importance of this fast growing industry. | believe this trend will continue with Venture
Capitalists recognizing that this is not just another market spike, but a longer-term growth prospect.

Reported by Cliff Keys, Editor-in-Chief, PSDE
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Wake up call for UK renewable

challenge
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We’re On It.
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[P and inexpensive battery authentication solution
for 1-cell Li-lon/Li-Polymer or 3-cell NiMH
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ISL9206 Key Features:

Challenge/response-based authentication
scheme using 32-bit challenge code and
8-bit authentication code.

FlexiHash+ engine uses two sets of 32-bit
secrets for authentication code generation.

16x8 one-time programmable ROM memory.
Additional programmable memory for storage.
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Intersil — Switching Regulators for precise power delivery.
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| Patent pending FlexiHash+ engine

consists of four separate
programmable CRC calculators. Two
sets of 32-bit secret codes are used
for authentication code generation.

XSD single-wire host bus interface
communicates with all 8250-
compatible UARTS or a single GPIO
pin. Supports CRC on read data and
transfer bit-rate up to 23Kbps.

16 bytes of one-time programmable
ROM memory for storage of pack
information and ID, device
authentication secrets, device default
settings, and factory-programmed
trim parameters.
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