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IRF2804PBF 40 270 2.3 160 TO-220

IRF2804SPBF 40 270 2.0 160 D2-PAK

IRF2804S-7PPBF 40 320 1.6 170 D2-PAK -7

IRFB3306PBF 60 160 4.2 85 TO-220

IRFP3306PBF 60 160 4.2 85 TO-247

IRFB3206PBF 60 210 3.0 120 TO-220

IRFS3206PBF 60 210 3.0 120 D2-PAK

IRFP3206PBF 60 200 3.0 120 TO-247

IRFS3207ZPBF 75 170 4.1 120 D2-PAK

IRF2907ZS-7PPBF 75 180 3.8 170 D2-PAK -7

IRFB3077PBF 75 210 3.3 160 TO-220

IRFP3077PBF 75 200 3.3 160 TO-247

IRFS4310ZPBF 100 127 6.0 120 D2-PAK

IRFP4310ZPBF 100 134 6.0 120 TO-247

IRFB4110PBF 100 180 4.5 150 TO-220

IRFP4110PBF 100 180 4.5 150 TO-247

• Tailored for Synchronous Rectification

• Optimized for fast switching

• Up to 20% lower RDS(on)*

• Up to 20% increase in power density*

• RoHS Compliant

• Lead Free

*Compared to previous generations

For more information call +33 (0) 1 64 86 49 53 or +49 (0) 6102 884 311 

Your FIRST CHOICE
for Performance

or visit us at http://www.irf.com

Lower RDS(on) Higher Performance 

THE POWER MANAGEMENT LEADER 


